
easiMARK Colourprint 
Glitter
product specification

• Always perform a test print and press to ensure the best results based on inks, printer and

  garment material

• Store in a dry room, protected from direct sun rays

recommendations

Please wait 24 
hours after pressing 

before washing

Do not use bleach 
or other aggressive 

chemical agents

wash up 
to 60°C
(inside out)

do not 
dry 

clean

tumble 
dry OK

(cotton cycle)

iron on 
reverse

easiMARK Colourprint Glitter is a PVC free garment film. It offers fantastic print results, creating a 
pearly/glitter effect for printed transfers. 190 microns average thickness.

• Bright and shiny prints

• Smooth to the touch

• Heat applies in just 15 seconds at 155°C

• Compatible with solvent, eco-solvent, latex and UV based inks

• Eco-friendly - PVC free coating and Vegan OK

• Low carbon footprint - Manufactured under one roof

REACH

CO M P LIA NT

Certified Oke-Tex 
Standard 100 Class I

Telephone: 01246 570570
e-mail:  sales@victorydesign.co.uk
website: www.victorydesign.co.uk

PVC FREE

step by step production guide

Suitable for cotton, polyester and poly/cotton blends

cutting settings transfer settings

 Blade: 60°
 Pressure: 70 - 80 gf pressure
 Speed: 15 cm/sec

 Time: 15 seconds
 Temperature: 155°C
 Pressure: Medium (2.5/3.5 bar)
 Peel: Hot

• Print and cut, then peel away the excess material

• Remove the print from the carrier with the help of an application tape

• For the best result, pre heat under platen for 20 seconds at 155°C

• Place the transfer on the garment

• Apply as shown above and remove the application tape whilst hot


